Table 7.1  HDLC Commands and Responses

	Name
	Command/ Response
	Description

	Information (I)
	C/R
	Exchange user data

	Supervisory (S)
	
	

	
Receive ready (RR)
	C/R
	Positive acknowledgment; ready to receive I-frame

	
Receive not ready (RNR)
	C/R
	Positive acknowledgment; not ready to receive 

	
Reject (REJ)
	C/R
	Negative acknowledgment; go back N

	
Selective reject (SREJ)
	C/R
	Negative acknowledgment; selective reject

	Unnumbered (U)
	
	

	
Set normal response/extended mode (SNRM/SNRME)
	C
	Set mode; extended = 7-bit sequence numbers

	
Set asynchronous response/extended mode (SARM/SARME)
	C
	Set mode; extended = 7-bit sequence numbers

	
Set asynchronous balanced/extended mode (SABM, SABME)
	C
	Set mode; extended = 7-bit sequence numbers

	
Set initialization mode (SIM)
	C
	Initialize link control functions in addressed station

	
Disconnect (DISC)
	C
	Terminate logical link connection

	
Unnumbered Acknowledgment (UA)
	R
	Acknowledge acceptance of one of the set-mode commands

	
Disconnected mode (DM)
	R
	Responder is in disconnected mode

	
Request disconnect (RD)
	R
	Request for DISC command

	
Request initialization mode (RIM)
	R
	Initialization needed; request for SIM command

	
Unnumbered information (UI)
	C/R
	Used to exchange control information

	
Unnumbered poll (UP)
	C
	Used to solicit control information

	
Reset (RSET)
	C
	Used for recovery; resets N(R), N(S)

	
Exchange identification (XID)
	C/R
	Used to request/report status

	
Test (TEST)
	C/R
	Exchange identical information fields for testing

	
Frame reject (FRMR)
	R
	Report receipt of unacceptable frame



