Table 25.1 Payload Types for Standard Audio and Video Encodings (RFC 3551)
	0
	PCMU audio
	
	15
	G728 audio

	1
	1016 audio
	
	16-23
	unassigned audio

	2
	G721 audio
	
	24
	unassigned video

	3
	GSM audio
	
	25
	CelB video

	4
	unassigned audio
	
	26
	JPEG video

	5
	DV14 audio (8 kHz)
	
	27
	unassigned

	6
	DV14 audio (16 kHz)
	
	28
	nv video

	7
	LPC audio
	
	29-30
	unassigned video

	8
	PCMA audio
	
	31
	H261 video

	9
	G722 audio
	
	32
	MPV video

	10
	L16 audio (stereo)
	
	33
	MP2T video

	11
	L16 audio (mono)
	
	34-71
	unassigned

	12
	QCELP wireless
	
	72-76
	reserved

	13
	Comfort noise
	
	77-95
	unassigned

	14
	MPA audio
	
	96-127
	dynamic


Table 25.2  SDES Types (RFC 3550)
	Value
	Name
	Description

	0
	END
	End of SDES list

	1
	CNAME
	Canonical name: unique among all participants within one RTP session

	2
	NAME
	Real user name of the source

	3
	EMAIL
	E-mail address

	4
	PHONE
	Telephone number

	5
	LOC
	Geographic location

	6
	TOOL
	Name of application generating the stream

	7
	NOTE
	Transient message describing the current state of the source

	8
	PRIV
	Private experimental or application-specific extensions



